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INSTALLATION INSTRUCTIONS
CATALOG NUMBER

PART NO.APPRVDDATE

DATE REV.

16555 East Gale Avenue
City of Industry, CA  91745
(626)968-5666

3-1-12 E.D.

ELECTRICAL ASSEMBLY

LID

1/4-20 SET SCREWS
3-PLACES

BODY

1/4-20 SET SCREWS
3-PLACES

BASE PLATE

CONDUIT
(BY OTHERS)
GROUT: (AFTER LEVELING)
(BY OTHERS)

FINISH GRADE
ANCHOR BOLTS
WITH LEVELING NUTS
AND WASHERS
FOUNDATION PAD
(BY OTHERS)

BODY

BASE PLATE

1/2" ALLOWED
FOR LEVELING

LEVELING HEX NUTS
W/FLAT WASHERS

1/4-20 X 3/8" SET
SCREWS 3-PLCS.

BASE INSTALLATION
(DETAIL)

WIRE WAY

BASE BOTTOM VIEW
(MTG. DETAIL)

3 1/2"

3 1/2"

1 5/8"

 6"

2 1/2"

NOTES:

1) PLACE BASE PLATE OVER ANCHOR BOLTS,
LEVEL AND TIGHTEN NUTS (SEE BELOW). PLACE
BODY OVER BASE AND SECURE WITH (3) 1/4-20 SET
SCREWS.

2)  ADEQUATE DRAINAGE MUST BE PROVIDED IN
CONCRETE FOUNDATION OR IN GROUT.

3)  ATTACH ELECTRICAL ASSEMBLY TO BOTTOM
OF FIXTURE AND SECURE  WITH (3) 1/4-20 SCREWS
AS SHOWN.

4) MAKE WIRE CONNECTIONS TO INCOMING LINE.
CONNECT GREEN GROUND LEAD TO
EQUIPMENT GROUND.

5) PLACE FIXTURE ON TOP OF BODY AND
SECURE IN PLACE WITH (3) 1/4-20 SET SCREWS.

6) LOOSEN LID SCREW, OPEN LID AND REMOVE ALL
PACKING MATERIAL.  CLOSE LID AND SECURE IN
PLACE.

7) INSTALLATION IS COMPLETE.

LID SCREW
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