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Features and Benefits

Simple, Durable, Versatile
The CVT is a narrow body linear vaportite that offers switchable 
lumen outputs and multiple mounting options for easy installation 
in both retrofits and new construction. Durable polycarbonate 
housing with a ribbed frosted polycarbonate lens design.

Included parts

Surface mount Cable mount
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Catalog 
Number

Individual Unit Part 
Number & UPC Description Setting

Lumens
Watts

Lumens Per Watt (LPW) Master Carton 
Qty & UPC

DLC 
Listing3500K 4000K 5000K 3500K 4000K 5000K

CVT4-LSCS-MV SKU: 93310090
UPC: 840141431420

4' Linear Vapor Tight; Switchable Lumens 
(5500/6500/7500); Switchable CCT 
(3500/4000/5000K); 120-347V; 0-10v 
Dimming to 10%

LOW 5206 5586 5282 38 137 147 139
4 Each 

10840141431427 S-DGRP21MED 6072 6532 6164 46 132 142 134

HIGH 6912 7452 7020 54 128 138 130

CVT8-LSCS-MV SKU:93310091
UPC: 840141431437

8' Linear Vapor Tight; Switchable Lumens 
(9600/10800/12700); Switchable CCT 
(3500/4000/5000K); 120-347V; 0-10v 
Dimming to 10%

LOW 8970 9620 9100 65 138 148 140
4 Each 

10840141431434 S-SAJ91XMED 10125 10875 10275 75 135 145 137

HIGH 11880 12780 12060 90 132 142 134

NEMA
4X

• Switchable Lumen technology: 
 5000/6000/7000 (4' size) 
8500/10,000/12,000 (8' size)

• Switchable CCT: 3500K/4000K/5000K
• 0–10V dimming to 10%
• IP65 rated 
• Up to 132 lm/w
• 80 CRI
• -40°C to 40°C ambient
• Universal voltage (120–277V)


