)\’,\( Lumination

LUR Series
LED | Indoor and

O Utd oor Remote « Available for Indoor or Outdoor application

« Powered by LUX Exit, LUCE Combo or LUMEL Emergency Light
with remote capacity(RC models)

« LED life-cycle of more than 10 years
» Quick installation

* Fully adjustable lamp-heads

+ White or Black Finish

SPECIFICATIONS
APPLICATION CONSTRUCTION ELECTRICAL
» The LUR Series offers quality and value with » The white or black base-plate and lamp- » The remote lamps are powered by theLUX
a compact and attractive LED based remote heads are made of high impact UL flame Exit, LUCE Combo or LUMEL emergency light
emergency light rated thermoplastic
o CERTIFICATIONS
* Indoor models can be applied in damp + Outdoor Lamp-heads are fully gasketed and « LURO: UL924 Listed for wet location
locations, or in areas not affected by weatherproof to ensure operation in wet .
moisture environments * LURI: UL924 Listed
« The lamp heads are fully adjustable and + NFPA101and NFPA 70
glare-free « OSHA
INSTALLATION WARRANTY
« Includes external mounting brackets for ease « 2 year full unit warranty
of installation —
« See Lumination Standard Warranty for
additional information
ORDERING GUIDE DIMENSIONS
LURIS Single Head, White Indoor remote with mounting base
LURID Double Head White Indoor remote with mounting base © a
LUROS Single Head, White Outdoor remote with mounting base
LUROD Double Head, White Outdoor remote with mounting base
® =
LUROSB Single Head, Black Outdoor remote with mounting base “—’
LURODB Double Head, Black Outdoor remote with mounting base Single Carton Weight 1.2 Ibs. Single Carton Weight 1Ibs.
*Only Powered by the Lumination LUX, LUCE or LUMEL Series with Remote Capacity Master Carton Quantity 20 each Master Carton Quantity 20 each

Outdoor LURO Remotes

Single Carton Weight 1.2 Ibs. Single Carton Weight 11bs.
Master Carton Quantity | 20 each Master Carton Quantity | 20 each
2 @ ] ©
r YEAR
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